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Compact air flow meter

Application examples:
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Meter display

Digital display on
PC-captor with

two additional relay
outputs, applicable
as 2-point-controller.
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2 and 3 can be combined
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Electrical Data:
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Voltage supply 24V DC £30%

Power consumption approx. 800 mW — 1.3 W (max. flow speed)
Qutput current 410 20 mA

Resistive load 0-500 Ohm

Measurement range adjustment:
The measurement range of the air flow meter is adjustable with a small screwdriver tuming a potentiometer.
A green LED signalizes operation within the adjusted measurement range.
If flow exceeds the measurement range LED tums off.
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Mechanical Data:

Load
max. 5000

Material

Sensor probe

Housing

Ceramic with overglaze

Ultradur (PBTP)

Medium temperature

-20°Cto +70 °C (-4 °F to +160 °F)

Ambient temperature

-20°Cto +70°C (-4 °F to +160 °F)

Electrical connection

2 m moulded oilflex cable / 3 x 0.5 mm?

Protection standard

IP 64

Mass

130g

Dimensions in mm
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on request standard
Type 3205.30 Ultradur stainless steel casing

Technical data as 3202.30
max. pressure 10 bar (143 PS|)
mounting with union nut G1A
SW 37 mm DIN 259, ISO 228
mass approx. 200 g without nut

D-25377 Kollmar

WN 1.4305 (V2A, 303)
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